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|LPGSERIES-CH_Battery

one sun, one worla LFG12V150N_I

MNomial Voltage 12V
Nomial Capacity(20HR) 150 AH Ny
Length 48543mm (19.09 inches)
' Width 170+2mm (6.69 inches) @?BUS
Dimension ; ; : -
Container Height 240+2mm (9.45 inches) T
Total Height (with Terminal)  240+2mm (9.45 inches) o '
Approx Weight Approx 44.2 kg (97 _5lbs)
Terminal T11
Container Material ABS
150 AH /6.75A (20hr,1.80V/cell 25°CITT°F)
125.6 AH/12 56A (10hr,1.75V/cell 25°CITT°F) Applications
Rated Capacity 108.0 AH/21.6A (5hr,1.75V/cell 25°CIT7°F)
97.8 AHI32.6A (3hr,1.75V/cell 25°CITT°F) , e
: & Telecommunications
74.3 AHY 3A (1hr,1.67V/cell 25 C/TTF)
* Solar system
Max. Discharge Current 1260A (55)
- - - - — & Wind power system
Internal Resistance Approx 4.5m0
3 P F * Lagine stariing
Discharge : -20-~35C {~-4~131"F) . .
Operating Temp.Range Charge : 0~40°C(32~104F ) ¢ Wheelchair
Storage :-20~50'C (-d~122F) & Floor cleaning machines
Nominal Operating Temp. Range 25X3°C (TTL5F ) * Golf wrolley
Initial Charging C nt | than 35.0A Volt * Hoan
Cydle Use ni rging Current less age oS

14.4Y~15.0V at 25 C{77 F)Temp. Coefficient -30mV/"C
Mo limit on Initial Charging Current Voltage

Standby Use
e 13.5V~13.8V at 25°C(77° F jTemp. Coefficient -20mV/'C
Capacity affected by 4{]? ol il i |
= % 25°C ( 77°F) 100% |
pibiciad 0°C__ (32°F) 86% vds| | en s b )
) Leoch LPG series batterys may be stored for up to 8 months

Self Discharge at 25" C({T7°F) and then a freshening charge is reguired. @ n Ce
For higher tempearatures the time interval will be shorter. soiden | 1509001
Constant Current Discharge (Amperes) at 25°C (77°F)

| FVITime | 20min | 30min 45min 1h 2h 3h dh 5h Bh Th &h 9h 10h 20h

| 1.85Vicell | 114.2 89.6 G684 67.2 36.3 21T 229 198 7.1 15.1 13.6 12.5 11.8 G6.48
| 1.80Vicell | 130.8 100.2 754 63.2 39.3 29.7 24.3 208 17.8 15.8 14.3 1341 12.3 6.75
| 1.75V/cell | 147.0 1102 815 67.6 416 3.3 254 2186 18.6 16.4 14.7 135 1256 6.89

1.70Wicell | 158.4 118.0 86.6 71.8 441 32.6 26.3 23 18.2 16.9 15.2 13.9 129 6.97
| 1.67V/cell | 164.8 1228 896 4.3 453 33.7 26.9 27 19.5 17.2 15.4 14.0 13.0 T.04
: 1.60Vicell | 178.6 131.2 96.3 78.8 471 35.0 279 234 20.0 17.6 15.7 143 13.3 7.14

Constant Power Discharge (Watts) at 25°C (77°F )

| EVITime | 20min | 30min | 45min 1h 2h 3h 4h 5h 6h Th Bh 9h 10h 20h
| 1.85Vicell | 218.6 1727 132.6 1M1.4 71.0 b4.2 45.1 39.1 338 300 271 24.8 235 12.9
1.80V/cell | 2471 191.2 145.2 1224 76.4 679 47.6 40.9 354 313 284 26.0 245 13.5
| 1.75Vicell | 2746 | 2084 1558 | 1303 80.8 61.0 49.7 42.4 36.5 324 202 26.8 25.0 13.7
1.70V/cell | 2926 | 221.2 164.2 1371 852 634 51.2 436 T 334 30.0 27.5 255 13.9
| 1.67vicell | 301.2 | 2275 1689 | 1414 87.0 65.1 523 44.3 382 338 30.4 27.8 258 14.0
1.60Vicell | 3227 | 2412 1801 149.4 80.0 67 .4 541 45.6 380 344 30.89 28.32 26.25 14.2
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