VOLT 100-12
©

12V 100AH

General Specification

Part Number VOLT 100-12
Length 3362 mm
Width 173 £ 2 mm

Container Height 238 £ 2 mm
Total Height (i terminap 238 £ 2 mm
Approx Weight 34 kg

Technical Specification

Mominal Voltage 12
Nominal Capacty (10HR) 100AH
Terminal Type Sandard Terminal F11
Optanal Terminal .
Container Material Standard Option PP-PE
Flarme Felardant Option (FR) PP-PE (ULS4:VO)
Rated Capacity 1040 AHIS 204 {20hs, 1 B0WCell, 25°C 1 TT'F)
1000 AHM0 04 (10hr 1. 80Weel, 25°C I TT°F)
BEOAHMT.BA (Sher 175V eed, 25°C 1 TT°F)
TE.2AHS 44 (e 1.75V/ced, 25°C 1 TT°F)
Max Discharge Curnent 12004 (55)
Internal Registance Approx 4.9m}
Discharge Characteristics Ciperating Temp. Range Discharge: -15 - 30°C (5 - 122°F)

Charge: 0= 40°C (5 ~ 104°F)
Storage: <15~ 40°C (5 ~ 104°F)

Nominal Operating Temp. Range 26 £ I'C (7T £ 5'F)
Cyele Use Inital Charging Current less than 30,04 Voltage
14,4V = 1500 at 25°C (TT'F) Temp, Coefichent -30mv C
Handby Lise M It Of [Retll Chargend Cuffenl Vollge
13.5V = 13,8V at 25°C (TT'F) Temp. Coefficent -20mVW*C
Capacity afected by Temperabune 40°C [104°F) 103%
25°C (TT'F) 100
O'C (F32°F) Bh%
Design Floating Life at 20°C 10 Years
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