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B Model Number Description

PDGI0 - 4 T 1R5

PDG10: protectionseries 1.5kW R : decimal point

2 : 220V, 4 : 380V S : single phase T : three-phase

B gclection Guide

Voltage | Power | Rated

gde IntPUt

__kw | HP | cumentd)
0.75 1 8.2

Rated Struc

output -fure
current(A)

S:single '
Version 2:220V -phage Ag"a:p;g:e
4:380V T. H‘largee power
PDG 10 2 S

0.75

1.5 2 14.2 7 PDG 10 2 1.5

2.2 3 23 10 PDG 10 2 77

1.5 2 5.0 3.8 PDG 10 4 1.5

2.2 3 5.8 5.1 PDG 10 4 2.2

3.7 5 10.5 9 PDG 10 4 3.7

5.5 7.5 14.6 13 PDG 10 4 5.5

7.5 10 20.5 17 PDG 10 4 7.5

11 15 26 25 PDG 10 4 11

15 20 35 32 PDG 10 4 15
18.5 25 38.5 37 PDG 10 4 18.5

22 30 46.5 45 PDG 10 4 22

30 40 62 60 PDG 10 4 30

37 50 76 75 PDG 10 4 37

_ 45 60 923 91 PDG 10 4 45
L oprl 55 70 113 112 PDG 10 4 55

+15%

75 100 157 150 PDG 10 4 75

90 125 180 170 PDG 10 4 90

110 150 214 210 PDG 10 4 110

132 180 256 253 PDG 10 4 132

160 220 307 304 PDG 10 4 160

200 275 385 377 PDG 10 4 200

220 300 430 426 PDG 10 4 220

250 340 468 465 PDG 10 4 250

280 380 525 520 PDG 10 4 280

315 430 590 585 10 PDG 10 4 315

355 480 665 650 10 PDG 10 4 355

400 545 785 725 10 PDG 10 4 400




