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Controller Model PDS33-2S2R2 PDS33-4T2R2 PDS33-4T004 PDS33-4T5R5 PDS33-4T7R5 PDS33-4T011 PDS33-4T015 PDS33-4T18R5
Input Data

PV Source

Max Input Voltage(Voc) [V] 450V DC 800V DC

Recommended voltage, at MPPT 280~360V DC 500V DC~700V DC

Recommended PV array power [KW] 2.7~3.5 2.7~3.5 4.8~6.4 6.6~8.8 9~12 13.2~17 .6 18.0~24 22.2~29.6
Altemate AC Generator

Input voltage 220 VAC Single Phase 380V AC(+15%), Three Phase

Max Amps(RMS) [A] 23 5.8 10.5 14.6 20.5 26 35 38.5
Power and VA capability [K\VA] 4 4 5.9 8.9 11 17 21 24
Output Data

Output Power, rated [KW] 2.2 2.2 4 5.5 7.5 11 15 18.5
Output Voltage, rated 220 VAC Three Phase 380V AC(£15%), Three Phase

Max Amps(RMS) [A] 9.6 5.1 9 13 17 25 32 37
Output Frequency 0-50Hz/60Hz

Protection

Surge protection Integrated

Overvoltage protection Integrated

Undervoltage protection Integrated

Locked pump protection Integrated

Open circuit protection Integrated

Short circuit protection Integrated

Overheated protection Integrated

Dry run protection Integrated

Communication

Communication port Standard isolater RS-485, Modbus protocol

General Data

Ambient Temperature Range -20°C~60°C, >45°C,Derating as required

Cooling Method Fan Cooling

Ambient Humidity < 95%RH

Dimensions(H*"W*D) [mm] 186*130*154.8 241*162*180.2 360.5%182*195.4 385.5*219*196.9
Gross Weight [kg] 28 4.2 9.0 10.8 151 &
Standard Warranty [month] 18

Certificates IEC/EN 61800-5-1,IEC/EN 61800-2:2004,IEC/EN 61800-3:2004,CE

Controller Model PDS33-4T7022 PDS33-4T030 PDS33-4T037 PDS33-4T045 PDS33-4T055 PDS33-4T075 PDS33-4T093 PDS33-4T110
Input Data

PV Source

Max Input Voltage(Voc) [V] 800V DC

Recommended voltage, at MPPT 500V DC~700V DC

PV amray power [kW] 26.4~35.2 36~48 44~59.2 54~72 66~ 88 90~120 112~149 132~176
Altemate AC Generator

Input voltage 380V AC(+15%), Three Phase

Max Amps(RMS) [A] 46.5 62 76 92 113 157 180 214
Power and VA capability [KVA] 30 40 57 69 85 114 134 160
Output Data

Qutput Power, rated [kW] 22 30 37 45 55 75 93 110
Output Voltage, rated 380V AC(+15%), Three Phase

Max Amps(RMS) [A] 45 60 75 91 112 150 176 210
Output Frequency 0-50Hz/60Hz

Protection

Surge protection Integrated

Overvoltage protection Integrated

Undervoltage protection Integrated

Locked pump protection Integrated

Open circuit protection Integrated

Short circuit protection Integrated

Overheated protection Integrated

Dry run protection Integrated

Communication

Communication port Standard, isolated Rs-485, Modbus protocol

General Data

Ambient Temperature Range -20C~60C, >45C ,Derating as required

Cooling Method Fan Cooling

Ambient Humidity < 95%RH

Dimensions(H*"W?D) [mm] 445%256*228.6 557.5%300%282.7 596.8%338%322.2 867*443*358
Gross Weight [kg] 16.3 16.3 30.8 30.8 394 71
Standard Warranty [month] 18

Certificates IEC/EN 61800-5-1,IEC/EN 61800-2:2004,|IEC/EN 61800-3:2004,CE

Controller Model PDS33-4T132 PDS33-4T160 PDS33-4T200 PDS33-4T220 PDS33-4T7250 PDS33-4T280 PDS33-4T315 PDS33-4T350
Input Data

PV Source

Max Input Voltage(Voc) [V] 800V DC

Recommended voltage, at MPPT 500V DC~700V DC

PV aray power [kW] 159~211 192~256 240~320 264~352 300~400 336~448 378~504 426~568
Altemate AC Generator

Input voltage 380V AC(£15%), Three Phase

Max Amps(RMS) [A] 256 307 385 430 468 525 590 665
Power and VA capability [kKVA] 192 231 250 280 355 396 445 500
Output Data

Output Power, rated [kW] 132 160 200 220 250 280 315 350
Output Voltage, rated 380V AC(£15%), Three Phase

Max Amps(RMS) [A] 235 304 377 426 465 520 585 650
Output Frequency 0-50Hz/60Hz

Protection

Surge protection Integrated

Ovenvoltage protection Integrated

Undervoltage protection Integrated

Locked pump protection Integrated

Open circuit protection ntegrated

Short circuit protection ntegrated

Overheated protection Integrated

Dry run protection Integrated

Communication

Communication port Standard, isolated Rs-485, Modbus protocol

General Data
Ambient Temperature Range -20C~607C, >45C,Derating as required

Cooling Method Fan Cooling
Ambient Humidity < 95%RH

Dimensions(H*W"D) [mm] 867*443*358 1464.5*579*405.2 1735.6*800*398

Gross Weight [kg] 71 169 169 171 175 197 220 250
Standard Warranty [month] 18

Certificates IEC/EN 61800-5-1,IEC/EN 61800-2:2004,IEC/EN 61800-3:2004,CE



