ANKARA
SOLAR

GUNES ENERUJISI'NIN BASKENTI

280 -310 W T
Yiksek Verimli Solar Hicre Q/ Panel Verimi Maksimum Gﬂg
5 BB Monokristal PERC Solar %19'00 31 pr

E :
1500V Sistem Voltaji b %100
Maksimum Sistern Voltaji 1500 VDC 3 %97,5
;§
12 Yil Uriin Garantisi E
Nominal GUciin %91,20°sinde o %90
12 Yl Uretici Garantis| S
@. 30 Yil Lineer Performans Garantisi § %80
U]

Pl 4 Nominal giic(in %80,60'nda 30 YII
( ’ Uretici Garantisi :
5 10 15 20 25 30l
’ +5W Pozitif Gli¢ Toleransi Garantisi @ AnkaraSolar Lineor Performans Garantisi
+5 0~+ 5W Pozitif GUQ Toleransi @ Baska Markalarin Garantisi

PID PID Free !
¥ |EC 62804 Standartlarina Gore Test Edilmistir. ISO I
9001:2015
CERTIFIED

“ Maksimum 5400 Pa Kar YUkune Dayanim )
[EC 61215 - [EC 61730 - I1SO 9001 2015 - IS0 14001 2015 - OHSAS 1801 2007

Maksimum 2400 Pa Ruzgar YUkUne Dayanim
YERLI
ﬁunerm

Made in Turkey K&

www.ankarasolar.com.tr




ELEKTRIKSEL VERILER (STC)

( AS-M60 280-310W

Nominal Gug (Pmax)| 280w | 285W | 290W | 295W | 300W | 305W 310W
Aclk Devre Gerilimi (Vo) 312v 313V 313V 31.3V 312V 314V 317V
Kisa Devre Akimi (Loc)| 8.97A S.10A S.25A 9.42A 9.63A S.72A 9.80A
Nominal Gerilim (Vmpp)| 39.2V 39.2V 393V 39.3V 39.4V 39.6V 397V
Nominal Akim (Impp) | 9.67A S.73A 9.80A | 9.87A 9.97A | 10.06A 10.12A
Modul Verimi % | 17,20 17,50 17,80 18,10 18,40 18,70 19,00
Sicaklik Aralig -40°Cto +85°C
Sistem Gerilimi 1500V DC
Bagil Nem %0 -85
Asirt Akim Korumasi 15A
Standart Test Kasullar { STC) altinda, 25 °C hicre sicakliginda AM 1,5 aralidiyla 1000 Watt/m2 1sima )
ELEKTRIKSEL VERILER (NOCT)
Nominal GUg (Pmax)| 205W | 208W | 212W 215W 220W 224W 228W
Acik Devre Gerilimi (Voo)| 28.4vV 28.4V 28.4V 28.4V 28.5V 285V 28.6V
Kisa Devre Akimi (Loq)| 7.21A 733A 7.45A 7.59A 7.72A 7.86A 7.93A
Nominal Gerilim (Vmpp)| 361V 36.1V 362V | 36.2V 363V | 364V 36.4V
Nominal Akim (Impp) | 7.82A 7.87A 7.93A 7.99A 8.07A 8.15A 8.23A
NOCT, isima giicti 800 W/m2 ; AM 1,5; Rlizgar hizi 1 m/saniye; sicaklik 20 °C
MEKANIK VERILER SICAKLIK KATSAYILARI
Hucre Monocyristalline 156 x 156mm veya 156.75 x 156.75mm Nomninal isletim Sire Sicakligi 45°C+-2°C
Hiicre sayisi 60 (6x10) Pmax -039%/°C
Panel Ebatlan 1640x992x40 mm voc -029%/°C
Agirlik 18.5kg ISC 0.052% *C
On Cam 3.2 DUsUk Demirli Temperli Cam EN12150
Cerceve Anodize Aluminyum Cerceve
Baglant kutusu Ip67, 3 dodes AMBALA]
Kablo 4mm2 900 - 1000mm Standart Paket 27 Adet / Palet
Konektor MC4 or MC4 compatilbe IP67 20-Karteyner adech e Adet
Call Encapsulation EVA ( Ethylene - Vinly - Acetate ) A0 Knrteiienaesd] SRR
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