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Yiiksek Modiil Verimliligi

\_ Etkinlik High Module Conversion Efficiencies

Kolay Kurulum ve Uyumluluk
]
®

Easy Installation and Handling for Various Applications
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Load Capability of up to 5400Pa for Snow & 2400Pa for Wind

Gelismis Cam ve Yiizey Teknolojisi sayesinde diisiik 1gikta bile
yiiksek performans.

Advanced Glass And Surface Texturing Allow For Excellent
Performance In Low-light Environments.

IEC 61215, IEC 61730, IEC 62804, IEC 61701, IEC 62716 Standartlari Onayh

Conforms with IEC 61215, IEC 61730, IEC 62804, IEC 61701, IEC 62716
PV Standards

1ISO 9001, 14001, OHSAS 18001, TSE HYB 13381 - 12690 Sertifikal

1ISO 9001, 14001, OHSAS 18001, TSE HYB 13381 - 12690 Certified
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ENERJI

ANATOLIA SERISI
MONO 60 - 72 CELL
Junction Box @ praneg
o . .. J— | MECHANICAL PARAMETERS
Junction aw@ rnzag/| | Label Mounting n . -
. oot — < || MEKANIK OZELLIKLER
Cell (mm)
. Hiicre Tipi 156,75x156,75 Mono
13
g € Dimensi
£ : glgg  Dimensions (LaWaH) (mm) 1647x992x35 / 1965x992435mm
g ele € S5 Boyutlart
; £ES P 38
Mot e i 578 wight 184Kg / 22K
e Agirikk Ko 9
Negatve (1) ostve Negative () () Postive Cable Cross Cevtion Size(mm’) .
. G Kablosu Kesitmr) 4mm’(EU)12/AWG(US) 1000 mm
| - | o No.of Cells and Connections "
Il I N 1 Hiicre Sayis ve Baglanti Tipi 60(6x10) / 72(6x12) Pcs S. Connections
| 952E9mm | ‘ ‘ [ 952E2mm | J i
H unction Box .
G " " Bmm 992+2mm o 99242mm Baglants Kutusu IP 67 / 3 Diodes
ELECTRICAL PARAMETERS QUALIFICATION
ELEKTRIKSEL OZELLIKLER YETERLILIK
: Max. System Voltage
TYPE / TiP 60 CELL STR-315W STR-320W STR-325W STR-330W Max, Sistem Voltaj 1000 - 1500 VDC
Rated Max. Power at STC (W Temperature Cycline Range -40oC~ *
w 315 320 325 330 Galisma Sicaklik Araligi 40:C~+120°C
STC Nominal Gli¢ (Pmax)
AM 15, Max. Power Voltage / Vmp (V) Max. Series Fuse 15A
T rowertoltage/ ¥mp 34,00 34,34 34,57 34,75 Diyot Maksimum Akimi
' Nominal Glig Voltaji (Vmp) )
Module Max.Wind Load/Max Snow Load 2400Pa/5400Pa
Temperature Max. Power Current / Imp (A) Max Riizgar Yiikii/Max. Kar Yiiki
25°C Nominal Glig Akimi (Imp) 9,29 9,34 9,39 9,47 Damp Heat Test
Nem Dayanim Testi 85 and 85 relative humidity for 1000h
Open Circuit Voltage / Voc (V) ¥
Standart Test Agik Devre Voltaj (Voc) 40,14 4039 4057 40.75 EL Test Status EL test before and after lamination
Kosullari Altinda o El Test Durumu Laminasyon éncesi ve sonrasl EL testi
(Isinim 1000W/mz,  Short Circuit Current / Isc (A) 979 084 087 993
AM 1.5, Hiicre s s s s
Sicakiig 25°C) Kisa Devre Akimi (Isc) I-V DIAGRAM
Module Eficiency (%) 1930 - - 2020 AKIM - GERILIM GRAFIGi
Modil Verimliligi (%) » ) » . N AL 15, 1000W/?
<10 =
TYPE/ TiP 72 CELL STR-380W STR-385W STR-390W STR-395W g
9]
8
Rated Max. Power at STC (W) 380 385 390 395 \ \\\
STC Nominal Gii¢ (Pmax) 6
AM 1.5, Max. Power Voltage / Vmp (V) 75°C So‘i ZSA‘ \
40,90 41,26 41,50 41,65
1000W/m’, Nominal Giig Voltaji (Vmp) .
Module
Temperature Max. Power Current / Imp (A) \ \ \
25°C Nominal Giig¢ Akimi (Imp) 9,30 9,34 9,39 9,46 2
Open Circuit Voltage / Voc (V) \
. 0 I . .
Standart Test Acik Devre Voltaji (Voc) 48,2 48,50 48,68 48,82 0 0 20 0 20
Kosullari Altinda . Voltage (V)
(Isinim 1000W/m? , Short Circuit Current / Isc (A)
AM 1.5, Hiicre Kisa Devre Akimi (Isc) 9,80 9,85 9,87 9,92 = AM 1.5, Module Temperature 25°C
Sicakligi 25°C) <0
£ 1000W/m?
Module Efficiency (%) £
Modil Verimiiig (%) 19,50 19,80 20,00 20,30 O o \
Temperature Coefficient of Pm -0.39 89%/°C 6 D
Sicaklik Katsayisi (Pmax) \\
Temperature Coefficient of Voc -0.32 &9/°C 4
Sicaklik Katsayisi (Voc) ' ° 400W/m \\\
Temperature Coefficient of Isc +0.058%/°C 2 200W/m’
Sicaklik Katsayisi (Isc) \\\
Nominal Operating Cell Temperature 45+3C 0 . . .
Nominal isletim Huicre Sicakhgi (NOCT) - 0 10 20 30 40
Voltage (V)
PACKING CONFIGURATION WARRANTY
PAKETLEME KONFIGURASYONLARI GARANTI
MOleLE SIZE CONTAINER 20'GP 40'GP 40'HC
MODUL BOYUTU  KONTEYNIR 90% power output over 10 years;
Pieces Per Pallet " 20 20 ilk 10 Yil % 90 Verim Garantisi
1647x992x35 . Paletteki Modiil Adedi 80% power output over 25 years;
Pallets Per Container ilk 25 Yil % 80 Verim Garantisi
/ Konteynirdaki Palet Adedi 12710 28024 32126 - - -
1965x992x35 - - Free from defects in materials and workmanship for 10 years.
Pieces Per Container 360/300 840/720 960/780 ilk 10 Vil Uriin Garantisi

Konteynirdaki Modil Adedi
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