
 
 
 

 

 
 

TEKNIKSOLAR MONOCRYSTAL FLEXIBLE PV MODULE’S TECHNICAL SPECIFICATIONS 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
- 0 to +5 POSITIVE POWER TOLERANCE 

 
- UP TO %13 HIGHER REAL-LIFE PERFORMANCE 

 
- HIGH EFFICIENCY AT LOW IRRADIANCE 
       High Module Efficiency Even In Morning and  
       Cloudy Weather Conditions 
 
-  HIGH EFFICIENCY AND FLEXIBLE SOLAR MODULES 
        With 25 Years Performance Warranty 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

TS-M364-25 (25 Wp) 

TS-M364-50 (50 Wp) 

TS-M364-135 (135 Wp) 

TS-M364-200 (200 Wp) 
 
   
 
   



 
 Module Efficiency  

   %22                           

(ηm) 
 

   

    

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                                                                            CONTANCT US 
 
                                                                                                   TeknikSolar Enerji Aydınlatma Sanayi TİC. LTD. ŞTİ. | Emek Yemez Mah. Okçu Musa Cad. 
 

 No:2 Kat:3 Şişhane | İstanbul I Turkey 
 

 TeknikSolar Güneş Panel Üretimi LTD. ŞTİ. | 3.Org. San. Bölg. Kamil Şerbetçi Blv. 
 

 No:27 Şehitkamil | Gaziantep 
 

 Tel: +90 212 235 0050 I Fax: +90 212 235 0052 I Mail: info@tekniksolar.com||www.tekniksolar.com  
||www.solarmarket.com 

 Moule Type  TS-M364-25  TS-M364-50  TS-M364-135  TS-M364-200     TS-M364-200  

 

                 

 Maximum Power  
25 Wp 

 
50 Wp 

 
135 Wp 

 
200 Wp 

 
 
 

 
200 Wp 

 

 

 (Pmax)         

                

                 

 Maximum Power  
20,6 

 
20,6 

 
20,6 

 
20,6 

 
 

 
 
20,6 

 

 

 Voltage(Vmp)         

                

                 

 Maximum Power  
1,22 

 
2,43 

 
6,5 

 
9,71 

 
 

 
 
9,71 

 

 

 Current(Imp)         

                

                 

 Open Circuit  
24,05 

 
24,05 

 
24,05 

 
24,05 

 
 

 
 
24,05 

 
 

 Voltage (Voc)         

                

                 

 Short Circuit  
1,28 

 
2,57 

 
6,85 

 
10,2 

 
 

 
 
10,2 

 

 

 

Current (Isc) 
        

                

                 

 Dimensions Of  
360*420 

 
424*674 

 
680*1025 

 
670*1480 

 
 

 
 
670*1480 

 
 

 Panel (mm)         

                

                 

 Weight (kg)  1,9  3,32  7,53  11,7     11,7  
 

                 

 Voltage (v)  12V  12V  12V  12V     12V  

 

                 

 Number Of Cell  36(4*9)  36(4*9)  36(4*9)  36(4*9)     36(4*9)  

 

                 

 Temperature      -40~+85° C    
 

   
 
Range 

            

               

                

 MECHANICAL CHARACTERISTICS       TEMPERATURE CHARACTERISTICS  
               
      

Voc Temp. Coefficient 
    

        

    

-0.31%/K 
 

 

Junction Box 
  

IP65 (6-110 Wp) 
  

            
            

        

  Isc Temp. Coefficient   -0.06%/K   

Junction Box 
  

IP67 (135-200 Wp) 
  

            
               

 Cable    4mm²          

               

   90Wp  135Wp  200 Wp        

 Length Of Cable  430mm  475mm  1000mm        
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