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TRP-010B

TRP-020B

Elektriksel Ozellikler * Electrical Characteristics
Model No

Maksimum Gii¢ (Pmax) ¢ Maximum Power

Maksimum Gii¢ Gerilimi (Vmp) ¢ Maximum Power Voltage
Maksimum Gii¢ Akimi (Imp) ¢ Maximum Power Current

Acik Devre Gerilimi (Voc) e Open Circuit Voltage

Kisa Devre Akimi (Isc) e Short Circuit Current

Calisma Sicakligl e« Operating Temparature

Maksimum Sistem Gerilimi ¢ Maximum System Voltage

Maximum Seri Sigorta Degeri ¢ Series Fuse Rating
Dogrusal Performans Garantisi e Linear Performance Warranty

Gi¢ Toleransi  Power Tolerance
Pm
) Voc
Sicaklik Katsayisi ® Temparature Coefficent I
sc

NOCT

Mekanik Ozellikler  Mechanical Characteristics
Boyutlar e Dimensions of the Module (WxHxD)
Huicre Tipi ve Boyutu e Solar Cells and Size

Hiicre Adedi ve Matriks ® No of Solar Cells and Matrix
Terminal Kutusu e Junction Box

Baglanti Tipi ¢ Connnector Type
Agirlik e Weight

Solar Cam e Front Glass

Cerceve ¢ Frame

Maksimum Mekanik Yiik ¢ Maximum Load

TRP Serisi Fotovoltaik Paneller
TRP Series PV Modules

TRP-025B
TRP-010B TRP-020B TRP-025B
10W 20W 25W
18.18V 18.69V 18.68V
0.55A 1.08A 1.34A
22.59V 22.72V 22.69V
0.57A 1.21A 1.42A
- 40°C +85°C
1000VDC
10A

10 Yil %90, 25Y1l %80
10 Years,Over %90, 25 Years Over %80

+ %3
-0.46%/°C
-0.34%/°C
0.045%/°C
45°C +2°C

330x250x25mm | 415x355x25mm = 520x355x25mm
Poly 31.2x52mm | Poly 62.4x52mm Poly 78x52mm
36(4x9) 36(6x6) 36(4x9)

IP65 sinifi Terminal Kutusu, Kablosuz
IP65, Junction Box, No Cable

1.5 Kg 2.1 Kg 2.5Kg

3.2mm Temperlenmis Gines Cami
3.2mm Low Ironed Tempered Solar Glass

Eloksal Kapli Aliminyum Profil- Késebent Sikistirma
Frame Anodized Aluminum Alloy-Corner Combining

Ruzgar,Dolu ve Kar Yiklerine Karsi 5400Pa (Cerceveli)
2400Pa(Cercevesiz) Tasima Dayanimi.
5400Pa According to IEC 61215

STK(Standart Test Kosullan): Tum Teknik Veriler( STC) AM1.5’lik spektrum; 1000W/m?isinim; 25 °C’lik hiicre sicakligina gére verilmistir.

STC: Irradance 1000W/m?, module temparature 25 °C, AM=1.5
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