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TRP-075B TRP-100B TRP-120B
Elektriksel Ozellikler * Electrical Characteristics
Model No TRP-075B TRP-100B TRP-120B
Maksimum Gii¢ (Pmax) ® Maximum Power 75W 100W 120W
Maksimum Gii¢ Gerilimi (Vmp) ¢ Maximum Power Voltage 18.36V 18.35V 18.30V
Maksimum Gii¢ Akimi (Imp) ¢ Maximum Power Current 4.11A 5.45A 6.56A
Acik Devre Gerilimi (Voc) e Open Circuit Voltage 21.93V 22.52V 22.59V
Kisa Devre Akimi (Isc) e Short Circuit Current 4.46A 5.78A 6.95A
Calisma Sicakligl  Operating Temparature -40°C +85°C
Maksimum Sistem Gerilimi ® Maximum System Voltage 1000VDC
Maximum Seri Sigorta Degeri ¢ Series Fuse Rating 10A

10 Y1l %90, 25Y1l %80

Dogrusal Performans Garantisi ¢ Linear Performance Warranty 10 Years.Over %90. 25 Years Over %80

Gi¢ Toleransi  Power Tolerance + %3

Pm -0.46%/°C

Voc -0.34%/°C
Sicaklik Katsayisi ® Temparature Coefficent

Isc 0.045%/°C

NOCT 45°C £2°C
Mekanik Ozellikler  Mechanical Characteristics
Boyutlar ® Dimensions of the Module (WxHXxD) 770x670x25mm | 1000x680x35mm  1180x680x35mm
Hucre Tipi ve Boyutu e Solar Cells and Size Poly 156x78mm  Poly 156x104mm | Poly 156x124.8mm
Huicre Adedi ve Matriks ® No of Solar Cells and Matrix 36(4x9)

IP65 Sinift MC4 | IP65 Sinift MC4 Baglanti,

Terminal Kutusu e Junction Box Baglanti, 2 Diyot, | 2 Diyot, 900mm Kablo

600mm Kablo IP65, 2 Diodes, 900mm Cable
Baglanti Tipi ¢ Connnector Type -
Agirlik e Weight 6.8 Kg 9.0 Kg 10.5 Kg

3.2mm Temperlenmis Gines Cami

O O Fett ElEss 3.2mm Low Ironed Tempered Solar Glass

Eloksal Kapli Aliminyum Profil- Késebent Sikistirma

Cergeve ¢ Frame Frame Anodized Aluminum Alloy-Corner Combining

Ruzgar,Dolu ve Kar Yiklerine Karsi 5400Pa (Cerceveli)
Maksimum Mekanik Yik ¢ Maximum Load 2400Pa(Cercevesiz) Tasima Dayanimi.
5400Pa According to IEC 61215

STK(Standart Test Kosullari): TUm Teknik Veriler( STC) AM1.5’lik spektrum ; 1000W/Eisinm; 25 °C’lik hiicre sicakligina gore verilmistir.
STC: Irradance 1000W/m2, module temparature 25 °C, AM=1.5
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