TRP-BIPV Cift Cam Fotovoltaik Paneller

TRP-BIPV Series PV Modules
www.tera-solar.com

. . . - TRP-BIPV Serisi Cift Cam Fotovoltaik Paneller
® Yenilikgi yesil enetjili bina uygulamalari icin ideal

. . . . * % 20 ve % 35 1sik gegirgenliginde
 Estetik tasarm

. . - . ® Yiksel verimlilik ve performans

* MUkemmel mekanik yuk dayanimi (200kg/m2)

. . . . ® Yiksek teknolojili Uretim

* 25 yil dogrusal performans garantisi

. . . . * Pozitif gl¢ toleransi
* Cift cam veya cam + seffaf film
. . . . « Istege bagdll poly hucreler haricinde mono, perc mono ve bifacial hiicreler ile panel Gretimi
o Zayif 1sikta bile mikemmel performans
. . . . * [ aminasyon éncesi ve sonrasl elektroliminans testi
* % 100 hticre giris testi ve siniflandirma (Grade A)
. . . . * % 100 simulator ile siniflandirma
® PID Free
amme -

Elektriksel Ozellikler * Electrical Characteristics

Model No TRP-BIPV- TRP-BIPV- TRP-BIPV- TRP-BIPV-
150B-B 150B-S 160B-B 160B-S

Maksimum Gii¢ (Pmax) ¢ Maximum Power 150W 150W 160W 160W

Maksimum Gii¢ Gerilimi (Vmp) ¢ Maximum Power Voltage 18.79V 18.79V 19.29V 19.29V

Maksimum Gii¢ Akimi (Imp) ¢ Maximum Power Current 7.98A 7.98A 8.32A 8.32A

Acik Devre Gerilimi (Voc) e Open Circuit Voltage 22.36V 22.36V 22.86V 22.86V

Kisa Devre Akimi (Isc) e Short Circuit Current 8.52A 8.52A 8.82A 8.82A

Calisma Sicakligr e Operating Temparature -40°C +85°C

Maksimum Sistem Gerilimi ¢ Maximum System Voltage 1000VDC

Maximum Seri Sigorta Degeri ¢ Series Fuse Rating 10A

10 YiIl %90, 25Y1l %80

Dogrusal Performans Garantisi  Linear Performance Warranty 10 Years.Over %90. 25 Years Over %80

Gig Toleransi  Power Tolerance + %3
Pm -0.41%/°C
Voc -0.33%/°C
Sicaklik Katsayisi ® Temparature Coefficent
Isc 0.050%/°C
NOCT 45°C +2°C

Mekanik Ozellikler * Mechanical Characteristics

Boyutlar ¢ Dimensions of the Module (WxHxD) 1704x774mm 1554X699mm 1704x774mm 1554x699mm
Huicre Tipi ve Boyutu e Solar Cells and Size Poly 156x156mm | Poly 156x156mm | Poly 156x156mm | Poly 156x156mm
Huiicre Adedi ve Matriks ® No of Solar Cells and Matrix 36(4x9) 36(4x9) 36(4x9) 36(4x9)

Isik Gegirgenligi ® Transmittance %35 Isik Gegisi %20 Isik Gegisi %35 Isik Gegisi %20 Isik Gegisi

Kdse veya Arka Tip, IP65 sinift MC4 Baglanti, 3 Diyot, 900mm Kablo
Edge or Backside ,IP65, 3 diodes, 900mm cable

Baglanti Tipi ¢ Connnector Type MC4
Agirlik e Weight 23.5 Kg 19.5 Kg 23.5 Kg 19.5 Kg

Terminal Kutusu e Junction Box

Arka-On Gift Cam 3.2mm Temperlenmis Glines Cami
Double Glass, 3.2mm Low Ironed Tempered Solar Glass

60m/s, 200kg/metrekare
60m/s, 200kg/squaremeter

Solar Cam e Front and Back Glass
Maksimum Mekanik Yiik ¢ Maximum Load

STK(Standart Test Kosullan): Tum Teknik Veriler( STC) AM1.5’lik spektrum; 1000W/m2isinim; 25 °C’lik hlcre sicakligina gore verilmistir.
STC: Irradance 1000W/m?, module temparature 25 °C, AM=1.5
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